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The smart choice to 
power with savings                       
your 12V application

YEARS3 50.000 hrs
IP65

 ▶  Fully compliant with EMC                                 
and all norms and regulations

 ▶Power range: 30, 60 and 100W, full loading

 ▶ Input Voltage 220-240VAC 

 ▶ IP65 for outdoor or indoor use

 ▶Active Power Factor Correction very efficient 
and Surge, Over-temperature and Short-circuit 
protections.

 ▶High maximum working temperature
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 ▶ Garantía: 3 años

1. Todos los parámetros que no estén indicados han sido medidos con entrada 220VAC, carga completa, y temperatura ambiente de 25ºC.
2. El convertidor LED se considera un componente que será operado en combinación con un equipo integral. Ya que el rendimiento EMC se ve afectado por las condiciones de la aplicación final, el 
fabricante de la solución integral debe re-calificar la directiva EMC en la instalación completa.

 ▶ The only economical FULLY COMPLIANT driver: meets all 
EMC and European norms and regulations.

 ▶ SELV
 ▶ Input voltage 220-240 VAC
 ▶ Alimenta cualquier solución LED de 12V
 ▶ Active Power Factor Correction (PFC) over 0.9 at full load
 ▶ Eficiencia superior al 83%
 ▶ Natural convection cooling
 ▶ IP65 para uso exterior.
 ▶ Cumple la clase C en todo el rango de carga conforme a 

EN 61000-3-2.
 ▶ Low Failure rate: below 0.2% per 1.000 hrs
 ▶ High maximum Operating temperature: 50ºC
 ▶ Protection against overload,                                                  

power surges and short-circuits

OCV3 30W 12V 220-240V IP65

DATOS Y VENTAJAS

GARANTÍA

DIMENSIONES

LABEL

21330025 OCV3 30W 12V 220-240V IP65

Input

Rated supply voltage 220-240 VAC

Input voltage 198-265VAC

Frequency range 47 - 63Hz

Power factor PF ≥0.9/220 VAC (at full load)

Efficiency ≥83%  at 220  VAC (at full load)

Rated current ≤0.2A at 220 VAC 

Inrush current
Peak 36A

90% Peak 0,305μs

Leakage current ≤0.7mA at 220 VAC

 Output

Output voltage 12 VDC ( +/- 5%)

Output current 2.5A Max.

Output power range 30W

Output ripple voltage 8% (at full load)

Start up time  0~1S,220 VAC

Short-circuit 
protection

Driver will recover when Short circuit condition 
removed if not damage

Over-load protection Over-load the voltage and light output will be 
reduced

Surge protection 4KV, L-N

Environment
Working Temperature -40°C / +50°C (at full load)

Storage Temperature -40°C/+80°C, 10-95% RH

Max.  0.20A
Uin:
Iin:
Freq:
PF(λ):

Uout:
Iout:

Pout:

Max.  2.5A
Max.  30W LED Module

C.V.12V

tc=80

ta:

220-240V~

50/60Hz
0.9

50

LED Driver

(Brown)

(Blue)

(Red)

(Black)

Input OutputOCV3 30W 12V 220-240V IP65 ref : 21330025

Origin: PRC IP65
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 ▶ Garantía: 3 años

 ▶ The only economical FULLY COMPLIANT driver: meets 
all EMC and European norms and regulations.

 ▶ SELV
 ▶ Input voltage 220-240 VAC
 ▶ Alimenta cualquier solución LED de 12V
 ▶ Active Power Factor Correction (PFC) over 0.9 at full 

load
 ▶ Eficiencia superior al 84%
 ▶ Natural convection cooling
 ▶ IP65 para uso exterior.
 ▶ Cumple la clase C en todo el rango de carga conforme 

a EN 61000-3-2.
 ▶ Low Failure rate: below 0.2% per 1.000 hrs
 ▶ High maximum Operating temperature: 50ºC
 ▶ Protection against overload,                                                  

power surges and short-circuits

OCV3 60W 12V 220-240V IP65

21330026 OCV3 60W 12V 220-240V IP65

Input

Rated supply voltage 220-240 VAC

Input voltage 198-265VAC

Frequency range 47 - 63Hz

Power factor PF ≥0.9/220 VAC (at full load)

Efficiency ≥84%  at 220  VAC (at full load)

Rated current ≤0.4A at 220 VAC 

Inrush current
Peak 28A

90% Peak 0,235μs

Leakage current ≤0.7mA at 220 VAC

 Output

Output voltage 12 VDC ( +/- 5%)

Output current 5A Max.

Output power range 60W

Output ripple voltage 8% (at full load)

Start up time  0~1S,220 VAC

Short-circuit 
protection

Driver will recover when Short circuit condition 
removed if not damage

Over-load protection Over-load the voltage and light output will be 
reduced

Surge protection 4KV, L-N

Environment
Working Temperature -40°C / +50°C (at full load)

Storage Temperature -40°C/+80°C, 10-95% RH
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Max.  60W  LED Module

Max.  5A

50

220-240V~       

   50/60Hz
0.9

Max.  0.40A

OCV3 60W 12V 220-240V IP65
12V C.V.

ta:

(Brown)

(Blue)

Uin:
Iin:
Freq:
PF(λ):

(Red)

(Black)

LED Driver

Uout:
Iout:

Pout:

Code : 21330026Input Output

Origin: PRC IP65
tc=85

DATOS Y VENTAJAS

GARANTÍA

DIMENSIONES

LABEL

1. Todos los parámetros que no estén indicados han sido medidos con entrada 220VAC, carga completa, y temperatura ambiente de 25ºC.
2. El convertidor LED se considera un componente que será operado en combinación con un equipo integral. Ya que el rendimiento EMC se ve afectado por las condiciones de la aplicación final, el 
fabricante de la solución integral debe re-calificar la directiva EMC en la instalación completa.

FUNCIONAMIENTO TÉCNICO
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 ▶ Garantía: 3 años

 ▶ The only economical FULLY COMPLIANT driver: meets 
all EMC and European norms and regulations.

 ▶ SELV
 ▶ Input voltage 220-240 VAC
 ▶ Alimenta cualquier solución LED de 12V
 ▶ Active Power Factor Correction (PFC) over 0.9 at full 

load
 ▶ Eficiencia superior al 85%
 ▶ Natural convection cooling
 ▶ IP65 para uso exterior.
 ▶ Cumple la clase C en todo el rango de carga conforme 

a EN 61000-3-2.
 ▶ Low Failure rate: below 0.2% per 1.000 hrs
 ▶ High maximum Operating temperature: 50ºC
 ▶ Protection against overload,                                                  

power surges and short-circuits

OCV3 100W 12V 220-240V IP65

21330027 OCV3 100W 12V 220-240V IP65

Input

Rated supply voltage 220-240 VAC

Input voltage 198-265VAC

Frequency range 47 - 63Hz

Power factor PF ≥0.95/220 VAC (at full load)

Efficiency ≥85%  at 220  VAC (at full load)

Rated current ≤0.6A at 220 VAC 

Inrush current
Peak  83A

90% Peak 0,519μs

Leakage current ≤0.7mA at 220 VAC

 Output

Output voltage 12 VDC ( +/- 5%)

Output current 8.33A Max.

Output power range 100W

Output ripple voltage 5% (at full load)

Start up time  0~1S,220 VAC

Short-circuit 
protection

Driver will recover when Short circuit condition 
removed if not damage

Over-load protection Over-load the voltage and light output will be 
reduced

Surge protection 4KV, L-N

Environment
Working Temperature -40°C / +50°C (at full load)

Storage Temperature -40°C/+80°C, 10-95% RH
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tc= 80℃

Max.  100W  LED Module

Max.  8.33A

220-240V~       

   50/60Hz

0.95

Max.  0.6A

OCV3 100W 12V 220-240V IP65

12V C.V.
(Brown)

(Blue)

Uin:

Iin:

Freq:

PF(λ):

(Red)

(Black)

Uout:

Iout:

Pout:

Input Output

Origin: PRC

LED Driver
Code:21330027 

50ta: IP65

DATOS Y VENTAJAS

GARANTÍA

DIMENSIONES

LABEL

1. Todos los parámetros que no estén indicados han sido medidos con entrada 220VAC, carga completa, y temperatura ambiente de 25ºC.
2. El convertidor LED se considera un componente que será operado en combinación con un equipo integral. Ya que el rendimiento EMC se ve afectado por las condiciones de la aplicación final, el 
fabricante de la solución integral debe re-calificar la directiva EMC en la instalación completa.

FUNCIONAMIENTO TÉCNICO
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 ▶ Corta-Circuitos: El convertidor recuperará su 
funcionamiento normal cuando las causas que ocasionaron 
el corto-circuito se eliminen. 

 ▶ Sobre-carga: Si la carga es excesiva, el convertidor 
reducirá el voltaje y la intensidad de la luz disminuirá, y 
esto puede ser seguido de intermitencia y que se apague 
por completo.

 ▶ Temperatura: Si la temperatura es excesiva, el 
convertidor se apagará y reanudará su funcionamiento 
cuando la temperatura no supere los límites indicados.

OCV3 Converter 12V

NORMAS Y CERTIFICADOS PROTECCIÓN

CABLES

 ▶ EN 61347-1:2008+A1:2011+A2:2013
 ▶ EN 61347-2_13:2014
 ▶ EN 62493:2010
 ▶ EN 55015:2013
 ▶ EN 61547:2009
 ▶ EN 61000-3-2:2014
 ▶ EN 56000-3-3:2013

300mm  +/- 10mm
11,8’’  +/- 0,39’’

35mm / 1,38’’

8mm / 0,32’’

350mm  +/- 10mm
13,7’’  +/- 0,39’’

50mm / 1,97’’
7mm / 0,27’’

OUTPUT :

INPUT :

Cable type  30,60,100VA :
 ▶ Input -->  Ø 7,0 ±0.2 mm - 2 × 1 mm² (19 AWG) 
 ▶ Output -->   Ø 7,0 ±0.2 mm - 2 × 1 mm² (19 AWG)

Expected lifetime

 ▶ Tasa de fallo: inferior a 0.2% por 1000 hr

Code  Type Expected lifetime

21330025 OCV3 30W
Ta 30℃

＞200.000 hrs
Ta 40℃

＞100.000 hrs
Ta 50℃

＞50.000 hrs
Tc 55℃ Tc 65℃ Tc 75℃

21330026 OCV3 60W
Ta 30℃

＞160.000 hrs
Ta 40℃

＞80.000 hrs
Ta 50℃

＞40.000 hrs
Tc 54℃ Tc 75℃ Tc 85℃

21330027 OCV3 100W
Ta 30℃

＞70.000 hrs
Ta 40℃

＞35.000 hrs
Ta 50℃

＞17.000 hrs
Tc 45℃ Tc 55℃ Tc 65℃

Total Harmonic Distortion (THD)

Type THD (%) 3 5 7 9 11

OCV3 30W 12V 17.4 15.7 5.2 1.9 2.2 1.8

OCV3 60W 12V 11.3 8 6 4.2 2.6 1.4

OCV3 100W 12V 13.1 10.7 6 3.8 2.2 1.1

*Los valores para la distorsión harmonica son importantes y medibles a partir de un mínimo de 25W. Las mediciones son a 230V/50 Hz y con carga máxima.
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 Tipo Dimensiones - 
LxWxH (cm)

Dimensiones - 
LxWxH(ft)

PESO 
(Kg)

PESO 
(lb)

Unidades 
por caja

CAJA OCV3 30W 23,5x22x22 0,8x0,77x0,77 7,4 15,4 20

PALLET OCV3 30W 120x88x103 3,9x2,9x3,4 612 1349 1600

CAJA OCV3 60W 23,5x23,5x22 0,8x0,8x0,77 8,8 19,4 20

PALLET OCV3 60W 120x80x103 3,9x2,6x3,4 548 1208 1200

CAJA OCV3 100W 32,4x23,5x24 1,1x0,77x0,79 13,9 30,6 20

PALLET OCV3 100W 120x88,5x87 3,9x2,9x2,85 562 1239 780
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CARTON PALLET

EMBALAJE

OCV3 Converter 12V


