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www.leditinternational.com

YEARS5 50.000 hrs
L50 

Adjustable pole-mounted outdoor 
luminaires with motion sensor. 
Ideal for parking areas.

 ▶Ultra light-weight and sturdy

 ▶Specially treated for rough             
outdoor conditions. IP65

 ▶Adjustable installation

 ▶High efficiency & savings: 120 lm/W, 
motion sensor for additional savings
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Code Designation
Input 

voltage
(V)

LED 
power 

(W)

System 
power

(W)

Lumen 
output

(lm)

Effi-
ciency 
(lm/W)

Color Temp 
(K) CRI

Beam 
Angle

(°)

H
ousing

Net 
Weight 
(Kg/ lb)

21120186 LARVIK PARK 60W, 90x120deg., 5000K, IP65 (A100-277V) 100-277 54 60 7200 120 4800-5300K ＞70 90x120 Black 2,3/5,1

NC LARVIK PARK 100W, 90x120deg., 5000K, IP65 (A100-277V) 100-277 90 100 12000 120 4800-5300K ＞70 90x120 Black 5,8/12,8

21120195 LARVIK PARK White 100W, 90x140deg., 5000K, IP65 (A100-277V) 100-277 90 100 12000 120 4800-5300K ＞70 90x140 White 5,8/12,8

21120196 LARVIK PARK 100W, 90x140deg., 5000K, IP65 (A100-277V) 100-277 90 100 12000 120 4800-5300K ＞70 90x140 Black 5,8/12,8

NC LARVIK PARK 150W, 90x120deg., 5000K, IP65 (A100-277V) 100-277 135 150 18000 120 4800-5300K ＞70 90x120 Black 6,0/13,2

20001310 Shoe Box 100W 90x140deg 5000K IP65 (AC 100-277V) 100-277 90 100 12500 125 4800-5300K ＞70 90x140 Black 6,8/15,0 
*Tolerance range for optical and electrical data: ±15 %.

LARVIK P

 ▶ Pole-mounted luminaire. Installation angle can be adjusted with 8 arm 
accessories available

 ▶ Truly built for outdoors: water-ingression IP65 and special treatments to keep 
it like new during its long lifetime

 ▶ Integrates a top efficient heat dissipation solution to allow high and stable 
luminous output and efficiency

 ▶ Die-cast aluminium housing and powder paint design patented
 ▶ Smart and durable PC optics
 ▶ Available in colors and different CCTs upon request
 ▶ Universal voltage converter
 ▶ Light-weight for easy handling and installation, as light as 2kgs (5lbs)
 ▶ High energy savings with 120lm/W efficiency and motion sensor integrated
 ▶ Choose 5 modes from 7.000 to 18.000lm(60, 100 & 150W)
 ▶ Working ambient temperature up to 50℃

FEATURES & BENEFITS NORMS & CERTIFICATES

 ▶ Warranty : 5 years 
 ▶ Lifetime :   50.000 hrs at L50    

LIFETIME  & WARRANTY

 ▶ EN 55015:2013
 ▶ EN 61547:2009
 ▶ EN 61000-3-2:2014
 ▶ EN 61000-3-3:2013
 ▶ EN 60598-2-3:2003+A1:2011
 ▶ EN 60598-1:2015
 ▶ EN 62471:2008
 ▶ EN 62493:2010
 ▶ IEC 62321:2008

LARVIK PARK 100WLARVIK PARK 60W LARVIK PARK 150W

TECHNICAL PERFORMANCES

DIMENSIONS
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LED VS METAL HALIDE LAMPS REPLACEMENT

Up to 60 % energy saving 
LARVIK PARK HID FLOODLIGHT

60W 150W

100W 250W

150W 400W

APPLICATION GUIDELINES 

Type Designation

21120197 Type A bracket Black for LARVIK PARK

21120188 Type B bracket Black for LARVIK PARK

21120189 Type C bracket Black for LARVIK PARK

21120190 Type D bracket Black for LARVIK PARK

21120191 Type E bracket Black for LARVIK PARK

21120192 Type F bracket Black for LARVIK PARK

21120193 Type S bracket Black for LARVIK PARK

21120194 Type R bracket Black for LARVIK PARK

21120187 Type A bracket White for LARVIK PARK

21120198 Type R bracket White for LARVIK PARK

LIGHT DISTRIBUTION

Type F bracket

Type B bracket

Type S bracket

Type C bracket

Type R bracket

Type D bracket

Type E bracket

ACCESSORIES

Type A bracket

90x120° 90x140°

*Shoe Box is compatible with Type A, Type S and Type R backets.

Shoe Box 100W
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L
W

H

 Type SIZE - LxWxH (cm) SIZE - LxWxH 
(ft)

Weight 
(Kg)

Weight 
(lb)

Nb of Pcs 
/ box

CARTON

LARVIK PARK 60W 33x33x11,5 1,1x1,1x0,4 2,7 5.95 1

LARVIK PARK 100W 39,5x39,5x11,5 1,3x1,3x0,4 6,5 14,3 1

LARVIK PARK 150W 39,5x39,5x11,5 1,3x1,3x0,4 6,7 14,7 1

Shoe Box 100W 90x29x41 2,9x1,0x1,3 15,1 33,3 2

Type A bracket 56x22x46,5 1,8x0,7x1,5 33 72,8 25

Type B bracket 56x22x46,5 1,8x0,7x1,5 23 50,7 25

Type C bracket 56x22x46,5 1,8x0,7x1,5 23 50,7 25

Type D bracket 56x22x46,5 1,8x0,7x1,5 21 46,3 20

Type E bracket 56x22x46,5 1,8x0,7x1,5 23 50,7 20

Type F bracket 56x22x46,5 1,8x0,7x1,5 23 50,7 20

Type S bracket 56x22x46,5 1,8x0,7x1,5 23 50,7 20

Type R bracket 56x22x46,5 1,8x0,7x1,5 27 59,5 20

PACKAGING
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APPLICATION GUIDELINES 

HS
W

LARVIK P
type

Installation
height (m)

Distance 
between

the poles (m)
Width of

the road (m)

H S W
30W 4m 14m 6m

60W
7m 25m 9m
8m 30m 10m
5m 18m 7m

100W
6m 20m 8m
5m 18m 7m

150W
6m 20m 8m
7m 25m 9m
8m 30m 10m


