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Indoor Lighting - Industrial Lighting 70 - 200W

Extremely fast Payback

YEARS5 50.000 hrs
L50

▶▶ High system efficiency up to 136 lm/W

▶▶Compact and light-weight

▶▶Patented cooling system ensures 
superior long life and light 
consistency. 
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▶▶ IP65 protection for outdoor and indoor use.
▶▶ High quality die-cast Aluminum heatsink
▶▶ durable powder painting surface treatment
▶▶ Integrates an efficient heat-dissipation solution to allow high and stable 

luminous efficiency and long lifetime.
▶▶ 70 to 200W version which offer 9600 to 26000 lm package
▶▶ frosted Polycarbonate cover to ensure a visual light comfort
▶▶ high efficiency midpower LED light source up which to 136lm/W
▶▶ Universal Voltage Converter: 90-305 VAC, 50/60 Hz
▶▶ Light weight components for convenience of handling and 

installation.	
▶▶ Dimming version available 
▶▶ Operating Ambient Temperature -40ºC to +55ºC			 

▶▶ Warranty: 	 5 years 
▶▶ Lifetime: 	 ＞50.000 hrs at L50

FEATURES & BENEFITS
▶▶ EN55014-1: 2006
▶▶ EN55014-2: 1997+A1: 2001
▶▶ EN61000-3-2: 2006
▶▶ EN61000-3-3: 1995+A1: 2001+A2: 2005
▶▶ EN62471
▶▶ EN62031: 2008

NORMS & CERTIFICATES

LIFETIME  & WARRANTY

APPLICATION

 Type SIZE - LxWxH 
(cm)

SIZE - LxWxH 
(ft)

Weight 
(Kg)

Weight 
(lb)

Nb of Pcs 
/ box

CARTON

ATRIA 70W 37x37x22 1,2x1,2x0,7 4,8 10,6 1

ATRIA 90W 37x37x22 1,2x1,2x0,7 4,8 10,6 1

ATRIA 150W 48x48x22 1,6x1,6x0,7 7 15,4 1

ATRIA 200W 48x48x22 1,6x1,6x0,7 7,6 16,7 1

PACKAGING

LED vs METAL HALIDE LAMPS REPLACEMENT

Up to 60 % energy saving 

ATRIA HID High bay

70 W 150 W

90 W 250 W

150 W 400 W

200 W 500W

M
ou

nt
in

g 
H

ei
gh

t

ATRIA power type

70W

90W

150 W

200W

5m

10m

15m

20m

ATRIA



Subject to change without notice.
3

LED IT COMPANY LIMITED
Room A, 21/F, Gaylord Commercial building,
114 -118 Lochkart Road, Wanchai, Hong Kong
Contact :  sales@leditinternational.com

LIGHT DISTRIBUTION

TECHNICAL DATA

DIMENSION

draft
Code Designation

input 
voltage

(V)

LED 
power 

(W)

System 
power

(W)

Lumen 
output

(lm)

Effi-
ciency 
(lm/W)

Color 
Temp CRI

Beam 
Angle

(°)

H
ousing

Net 
Weight 

(Kg)

20750557 ATRIA 70W 120 deg 4000K IP65 (AC90-305V) AC 90-305 V 70 77 9500 136 4000k >80 120° Black 3,6

20750558 ATRIA 70W 120 deg 5000K IP65 (AC90-305V) AC 90-305 V 70 77 9500 136 5000k >80 120° Black 3,6

20750559 ATRIA 90W 120 deg 4000K IP65 (AC90-305V) AC 90-305 V 90 100 12000 133 4000k >80 120° Black 3,6

20750560 ATRIA 90W 120 deg 5000K IP65 (AC90-305V) AC 90-305 V 90 100 12000 133 5000k >80 120° Black 3,6

*Tolerance range for optical and electrical data: ±15 %.
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ATRIA 70W&90W
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Code Designation
input 

voltage
(V)

LED 
power 

(W)

System 
power

(W)

Lumen 
output

(lm)

Effi-
ciency 
(lm/W)

Color 
Temp CRI

Beam 
Angle

(°)

H
ousing

Net 
Weight 

(Kg)

20750561 ATRIA 150W 120 deg 4000K IP65 (AC90-305V) AC 90-305 V 150 165 20000 133 4000k >80 120° Black 5,6

20750562 ATRIA 150W 120 deg 5000K IP65 (AC90-305V) AC 90-305 V 150 165 20000 133 5000k >80 120° Black 5,6

20750563 ATRIA 200W 120 deg 4000K IP65 (AC90-305V) AC 90-305 V 200 220 26000 130 4000k >80 120° Black 6,2

20750564 ATRIA 200W 120 deg 5000K IP65 (AC90-305V) AC 90-305 V 200 220 26000 130 5000k >80 120° Black 6,2
*Tolerance range for optical and electrical data: ±15 %.
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LIGHT DISTRIBUTION

TECHNICAL DATA

DIMENSION

ATRIA 150W&200W


