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YEARS3 40.000 hrs
CRI 80

The safe and easy                             
T8 LED replacement tube

▶▶Robust housing made of PC

▶▶ Light distribution in 300º

▶▶High efficiency: 111 lm/W

▶▶Available in 3 different whites

▶▶CRI 80 - comfortable and quality  
light
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Code Designation Color Color Temp 
(°K)

Beam 
Angle 

(°)

Input  
Voltage 

(V)

power 
(W)

Lumen 
output 

(Lm)

Effi- 
ciency 
(lm/W)

CRI Housing
Net 

Weight 
(g/Lb)

21350001 Ecoptimo T8 WW 600mm D26 9W 200-240V WW 2700-3300K 300 200-240V 9 900 100 80 Milky White 100/0,22

21350004 Ecoptimo T8 NW 600mm D26 9W 200-240V NW 4500-5500K 300 200-240V 9 1000 111 80 Milky White 100/0,22

21350007 Ecoptimo T8 WDL 600mm D26 9W 200-240V WDL 6000-7000K 300 200-240V 9 1000 111 80 Milky White 100/0,22

21350002 Ecoptimo T8 WW 900mm D26 13W 200-240V WW 2700-3300K 300 200-240V 13 1305 100 80 Milky White 130/0,29

21350005 Ecoptimo T8 NW 900mm D26 13W 200-240V NW 4500-5500K 300 200-240V 13 1450 111 80 Milky White 130/0,29

21350008 Ecoptimo T8 WDL 900mm D26 13W 200-240V WDL 6000-7000K 300 200-240V 13 1450 111 80 Milky White 130/0,29

21350003 Ecoptimo T8 WW 1200mm D26 18W 200-240V WW 2700-3300K 300 200-240V 18 1755 97 80 Milky White 171/0,38

21350006 Ecoptimo T8 NW 1200mm D26 18W 200-240V NW 4500-5500K 300 200-240V 18 1950 108 80 Milky White 171/0,38

21350009 Ecoptimo T8 WDL 1200mm D26 18W 200-240V WDL 6000-7000K 300 200-240V 18 1950 108 80 Milky White 171/0,38

FEATURES & BENEFITS NORMS & CERTIFICATES

LIFETIME & WARRANTY

TECHNICAL DATA

Tolerance range for optical and electrical data: ±15 %.

▶▶ Ecoptimo LED tube demand is increasing rapidly due to its attractive 
energy-savings vs. traditional T8 fluorescent tubes (diameter: 26mm).

▶▶ Unique design allows 300º beam angle with perfect light distribution
▶▶ High-efficiency: up to 111 lm/W
▶▶ No flickering means healthy eyes and comfortable vision
▶▶ Integrated driver of high quality for long life: over-voltage, over-

current, over-heat, over-load and short-circuit proof
▶▶ Made of robust PC on a nice milky-white color. 
▶▶ Available in 3 different White temperatures: 6500ºK, 5000ºK and 

3000ºK
▶▶ Three lengths:  600mm, 900mm and 1200mm
▶▶ CRI over 80 for a good representation of colors
▶▶ Wide operating temperature: -40ºC to 50ºC

▶▶ EN 61000-3-2:2014
▶▶ EN 62776:2015
▶▶ EN 61000-3-3:2013
▶▶ EN 62493:2010
▶▶ EN 61547:2009
▶▶ EN 62321:2009
▶▶ EN 55015:2013

▶▶ Warranty :		  3 years
▶▶ Lifetime :      		  40 000 hrs

A

B

C

Designation A (mm/in) B (mm/in) C (mm/
in)

Ecoptimo 600mm 603/23,7” 590/23,2” 26/1,0”

Ecoptimo 900mm 908/35,7” 894/35,2” 26/1,0”

Ecoptimo 1200mm 1212/47,7” 1198/47,2” 26/1,0”

DIMENSIONS
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LIGHT DISTRIBUTION

New

New

▶▶ Turn off the power, and take out the old fluorescent tubes.
▶▶ Isolate or remove the ballast.
▶▶ Remove and replace the fluorescent starter with the LED 

shunt included in package.
▶▶ Install the LED Tube in its place.
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▶▶ Turn off the power, and take out the old fluorescent tubes.
▶▶ Remove/isolate the ballast.
▶▶ Install the LED tube.
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WIRING DIAGRAM - Magnetic ballast replacement

WIRING DIAGRAM - Electronic ballast replacement
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Type SIZE - LxWxH
(cm)

SIZE - LxWxH
(ft)

Weight 
(Kg)

Weight 
(Lb) Units 

CARTON

Ecoptimo 600mm 71,9x19,3x24 2,4x0,6x0,8 5 13,2 30

Ecoptimo 900mm 104x19,3x24 3,4x0,6x0,8 9,5 21 30

Ecoptimo 1200mm 134,5x19,3x24 4,4x0,6x0,8 8,5 18,7 30

PACKAGING


