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LED Tri-proof luminaires designed 
for extreme environment

YEARS5 IP66
120lm/W

▶▶ Designed to replace water-proof T5 luminaires, 
like high-bay and low-bay applications

▶▶ High-efficiency and dimmable (optional) reliable 
LED-system represents high savings in energy and 
maintenance costs

▶▶ Strictly controlled production of white light: 
MacAdam 3 

▶▶ 50.000 hrs of operation with L80 lumen 
maintenance
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21410004 REDA INDUSTRY 30W WDL 645 120° I80 220-240V  AC220-240 27 30 3600 120 4750-5250 80 120 Grey 2,3/5,1

21410003 REDA INDUSTRY 30W NW 645 120° I80 220-240V AC220-240 27 30 3600 120 3800-4200 80 120 Grey 2,3/5,1

21410006 REDA INDUSTRY 40W WDL 1245 120° I80 220-240V AC220-240 36 40 4800 120 4750-5250 80 120 Grey 4,1/9,0

21410005 REDA INDUSTRY 40W NW 1245 120° I80 220-240V AC220-240 36 40 4800 120 3800-4200 80 120 Grey 4,1/9,0

21410007 REDA INDUSTRY 50W WDL 1245 120° I80 220-240V AC220-240 45 50 6000 120 4750-5250 80 120 Grey 4,1/9,0

21410008 REDA INDUSTRY 50W NW 1245 120° I80 220-240V AC220-240 45 50 6000 120 3800-4200 80 120 Grey 4,1/9,0

21410009 REDA INDUSTRY 60W WDL 1245 120° I80 220-240V AC220-240 54 60 7200 120 4750-5250 80 120 Grey 4,1/9,0

21410010 REDA INDUSTRY 60W NW 1245 120° I80 220-240V AC220-240 54 60 7200 120 3800-4200 80 120 Grey 4,1/9,0

21410011 REDA INDUSTRY 60W WDL 1495 120° I80 220-240V AC220-240 54 60 7200 120 4750-5250 80 120 Grey 4,8/10,6

21410012 REDA INDUSTRY 60W NW 1495 120° I80 220-240V AC220-240 54 60 7200 120 3800-4200 80 120 Grey 4,8/10,6

21410013 REDA INDUSTRY 70W WDL 1495 120° I80 220-240V AC220-240 63 70 8400 120 4750-5250 80 120 Grey 4,8/10,6

21410014 REDA INDUSTRY 70W NW 1495 120° I80 220-240V AC220-240 63 70 8400 120 3800-4200 80 120 Grey 4,8/10,6

21410015 REDA INDUSTRY 80W WDL 1495 120° I80 220-240V AC220-240 72 80 10400 130 4750-5250 80 120 Grey 6,0/13,2

21410016 REDA INDUSTRY 80W NW 1495 120° I80 220-240V AC220-240 72 80 10400 130 3800-4200 80 120 Grey 6,0/13,2

21410017 REDA INDUSTRY 30W WDL 645 120° I80 220-240V DALI AC220-240 27 30 3600 120 4750-5250 80 120 Grey 2,3/5,1

21410018 REDA INDUSTRY 30W NW 645 120° I80 220-240V DALI AC220-240 27 30 3600 120 3800-4200 80 120 Grey 2,3/5,1

21410019 REDA INDUSTRY 40W WDL 1245 120° I80 220-240V DALI AC220-240 36 40 4800 120 4750-5250 80 120 Grey 4,1/9,0

21410020 REDA INDUSTRY 40W NW 1245 120° I80 220-240V DALI AC220-240 36 40 4800 120 3800-4200 80 120 Grey 4,1/9,0

21410021 REDA INDUSTRY 50W WDL 1245 120° I80 220-240V DALI AC220-240 45 50 6000 120 4750-5250 80 120 Grey 4,1/9,0

21410022 REDA INDUSTRY 50W NW 1245 120° I80 220-240V DALI AC220-240 45 50 6000 120 3800-4200 80 120 Grey 4,1/9,0

21410023 REDA INDUSTRY 60W WDL 1245  120° I80 220-240V DALI AC220-240 54 60 7200 120 4750-5250 80 120 Grey 4,1/9,0

21410024 REDA INDUSTRY 60W NW 1245 120° I80 220-240V DALI AC220-240 54 60 7200 120 3800-4200 80 120 Grey 4,1/9,0

21410025 REDA INDUSTRY 60W WDL 1495 120° I80 220-240V DALI AC220-240 54 60 7200 120 4750-5250 80 120 Grey 4,8/10,6

21410026 REDA INDUSTRY 60W NW 1495 120° I80 220-240V DALI AC220-240 54 60 7200 120 3800-4200 80 120 Grey 4,8/10,6

21410027 REDA INDUSTRY 70W WDL 1495 120° I80 220-240V DALI AC220-240 63 70 8400 120 4750-5250 80 120 Grey 4,8/10,6

21410028 REDA INDUSTRY 70W NW 1495 120° I80 220-240V DALI AC220-240 63 70 8400 120 3800-4200 80 120 Grey 4,8/10,6

21410029 REDA INDUSTRY 80W WDL 1495 120° I80 220-240V DALI AC220-240 72 80 9600 120 4750-5250 80 120 Grey 6,0/13,2

21410030 REDA INDUSTRY 80W NW 1495 120° I80 220-240V DALI AC220-240 72 80 9600 120 3800-4200 80 120 Grey 6,0/13,2

▶▶ Warranty: 	 5 years 
▶▶ Lifetime: 	 50.000 hrs at L80

FEATURES & BENEFITS

Tolerance range for optical and electrical data: ±15 %.

▶▶ EN 55015:2013
▶▶ EN 61547:2009
▶▶ EN 61000-3-2:2014
▶▶ EN 61000-3-3:2013
▶▶ EN 60598-1:2015
▶▶ EN60598-2-1:1989
▶▶ EN 62471:2008
▶▶ EN 62493:2010

NORMS & CERTIFICATES

LIFETIME  & WARRANTY

TECHNICAL DATA

▶▶ High-energy savings with up to 120 lm/W
▶▶ Range of 6 intensities (30 to 80W) each in 2 White temperatures
▶▶ Robust: IP66 & IK08 PC diffuser make them ideal to replace water-proof 

Fluorescent applications. Corrosion treatment
▶▶ Light-weight and slim luminaire: easy to install 
▶▶ Build to last and reduce maintenance costs: 50.000 hrs operation with L80 
▶▶ High-consistency quality LEDs with CRI80 from MacAdam 3 ellipse
▶▶ Dimmable (DALI) option
▶▶ LED array and Driver can be replaced
▶▶ Ambient light and Presence detector Microwave Sensor for additional 

energy savings
▶▶ Wide operating temperature: -30º to 50ºC
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DIMENSIONS

INSTALLATION

 Type SIZE - LxWxH (cm)

21410031 REDA INDUSTRY Hanging accessory

21410032 REDA INDUSTRY Wire guard 640mm

21410033 REDA INDUSTRY Wire guard 1240mm

21410034 REDA INDUSTRY Wire guard 1490mm

SENSOR

L2

L1

L3

Type L1 L2 L3

REDA 30W 595 645 675

REDA 40, 50 & 60W 1195 1245 1275

REDA 60W, 70W & 80W 1445 1495 1525

Rod Surface

Microwave SENSOR - 21410035
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 Type SIZE - LxWxH 
(cm)

SIZE - LxWxH 
(ft)

Weight 
(Kg)

Weight 
(lb)

Nb of 
Pcs / 

CARTON

REDA INDUSTRY 645 86x30x24 2,8x1x0,8 12,5 27,6 4

REDA INDUSTRY 1245 146x30x24 4,8x1x0,8 21 46,3 4

REDA INDUSTRY 1495 172x30x24 5,6x1x0,8 24 53 4

PACKAGING

180°

90°

0°
30°

60°

120°

150°-150°

-120°

-90°

-60°

-30°

c0/180
c90/270Units: cd

LIGHT DISTRIBUTION


