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KOKKA-I95
Indoor Lighting- Track Lighting

LED IT COMPANY LIMITED
Room A, 21/F, Gaylord Commercial building,
114 -118 Lochkart Road, Wanchai, Hong Kong
www.leditinternational.com

15-40W

YEARS330.000 hrs
L50

Wide Range of Professional
Adjustable Track Luminaires

▶▶ Ideal for high-end shops,  
exhibitions, galleries, etc

▶▶Easy to adjust horizontally 350°           
and vertically 90°

▶▶High Ra over 95 for outstanding           
color representation

▶▶Choose 4 CCTs, from a gold  
2500K to a crispy 5000K

draft
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LED IT COMPANY LIMITED
Room A, 21/F, Gaylord Commercial building,
114 -118 Lochkart Road, Wanchai, Hong Kong
Contact :  sales@leditinternational.com

KOKKA I90 V2-0

▶▶ EN 55015:2013
▶▶ EN 61000-3-2:2014
▶▶ EN 61000-3-3:2013
▶▶ EN 61547:2009
▶▶ EN 60598-1:2015
▶▶ EN62471:2008
▶▶ EN 62493:2010
▶▶ EN 62031:2008

FEATURES & BENEFITS NORMS & CERTIFICATES

LIFETIME & WARRANTY

▶▶ Unique design allows 16°/24°/36º beam angle with perfect light 
distribution

▶▶ Efficiency: up to 68 lm/W, due to the outstanding Ra value
▶▶ Choose 4 CCTs, from a gold 2500K to a crispy 5000K
▶▶ High power efficiency of 97% and high light transmission 
▶▶ Luminaire can rotate 350° in horizontal axis and 180° in vertical
▶▶ Black housing is standard, and white is available on demand
▶▶ Made of robust aluminium with die-casting, powder coating surface
▶▶ Ra over 95 for an outstanding representation of colors
▶▶ Easy to adjust angle with internal rotating clip
▶▶ Easy installation
▶▶ Working ambient temp: -20 to+35℃

▶▶ Warranty: 	 3 years
▶▶ Lifetime: 	 30.000 hrs at L50	

PACKAGING

Type SIZE - LxWxH 
(cm)

SIZE - LxWxH 
(ft)

Weight 
(Kg)

Weight 
(Lb)

Nb of Pcs 
/ box

CARTON
KOKKA 15W I95 T1527 51,8x46,6x24,5 1,7x1,5x0,8 7,3 16,1 8

KOKKA 20W/40W I95 T1533 57x53,2x43,9 1,9x1,7x1,4 17 37,5 12

KOKKA I95
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KOKKA I90 V2-0
Code Designation

Input 
voltage

(V)

Power
(W)

Lumen 
output

(lm)

Efficiency 
(Lm/W)

Color Temp
(K) Ra

Beam 
Angle

(°)
Housing

Net 
Weight
(Kg/Lb)

NC KOKKA 15 WDL 16° I95 black AC220-240V T1527 220-240 15 889 59 4800-5200 ＞95 16 Black 0,61/1,3

NC KOKKA 15 NW 16° I95 black AC220-240V T1527 220-240 15 889 59 3800-4200 ＞95 16 Black 0,61/1,3

NC KOKKA 15 WW 16° I95 black AC220-240V T1527 220-240 15 889 59 2800-3200 ＞95 16 Black 0,61/1,3

NC KOKKA 15 GW 16° I95 black AC220-240V T1527 220-240 15 889 59 2500-2900 ＞95 16 Black 0,61/1,3

NC KOKKA 15 WDL 24° I95 black AC220-240V T1527 220-240 15 889 59 4800-5200 ＞95 24 Black 0,61/1,3

NC KOKKA 15 NW 24° I95 black AC220-240V T1527 220-240 15 889 59 3800-4200 ＞95 24 Black 0,61/1,3

NC KOKKA 15 WW 24° I95 black AC220-240V T1527 220-240 15 889 59 2800-3200 ＞95 24 Black 0,61/1,3

NC KOKKA 15 GW 24° I95 black AC220-240V T1527 220-240 15 889 59 2500-2900 ＞95 24 Black 0,61/1,3

NC KOKKA 15 WDL 36° I95 black AC220-240V T1527 220-240 15 889 59 4800-5200 ＞95 36 Black 0,61/1,3

NC KOKKA 15 NW 36° I95 black AC220-240V T1527 220-240 15 889 59 3800-4200 ＞95 36 Black 0,61/1,3

NC KOKKA 15 WW 36° I95 black AC220-240V T1527 220-240 15 889 59 2800-3200 ＞95 36 Black 0,61/1,3

NC KOKKA 15 GW 36° I95 black AC220-240V T1527 220-240 15 889 59 2500-2900 ＞95 36 Black 0,61/1,3

21360001 KOKKA 15 WW 36° I95 white AC220-240V T1527 220-240 15 889 59 2800-3200 ＞95 36 White 0,61/1,3
*Tolerance range for optical and electrical data: ±15 %.

TECHNICAL DATA

LIGHT DISTRIBUTIONDIMENSIONS
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KOKKA I90 V2-0

DIMENSIONS

KOKKA 20/40 I95 T1533

Code Designation
Input 

voltage
(V)

Power
(W)

Lumen 
output

(lm)

Efficiency 
(Lm/W)

Color Temp
(K) Ra

Beam 
Angle

(°)
Housing

Net 
Weight
(Kg/Lb)

NC KOKKA 20 WW 16° I95 black AC220-240V T1533 220-240 20 1350 68 2800-3200 ＞95 16 Black 1,1/2,4

NC KOKKA 20 WW 24° I95 black AC220-240V T1533 220-240 20 1350 68 2800-3200 ＞95 24 Black 1,1/2,4

21360022 KOKKA 20 WW 36° I95 black AC220-240V T1533 220-240 20 1350 68 2800-3200 ＞95 36 Black 1,1/2,4

NC KOKKA 40 NW 16° I95 black AC220-240V T1533 220-240 40 2700 68 3800-4200 ＞95 16 Black 1,1/2,4

NC KOKKA 40 NW 24° I95 black AC220-240V T1533 220-240 40 2700 68 3800-4200 ＞95 24 Black 1,1/2,4

21360023 KOKKA 40 NW 36° I95 black AC220-240V T1533 220-240 40 2700 68 3800-4200 ＞95 36 Black 1,1/2,4
*Tolerance range for optical and electrical data: ±15 %.

TECHNICAL DATA

LIGHT DISTRIBUTION
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KOKKA I90 V2-0

Code Designation

21360033 KOKKA Middle Connector black

21360039 KOKKA X-Connector black

21360049 KOKKA End cap Connector black

21360051 KOKKA Flexible Corner Connector black

Code Designation

21360025 KOKKA profile 1m black

21360027 KOKKA profile 1.5m black

21360029 KOKKA profile 2m black

21360031 KOKKA profile 3m black

ACCESSROIES

Code Designation

21360036 KOKKA L-Connector-Left black

21360037 KOKKA L-Connector-Right black

21360046 KOKKA Power end Connector-Left  black

21360047 KOKKA Power end Connector-Right  black

21360042 KOKKA T-Connector-Left1 black

21360043 KOKKA T-Connector-Right1 black

21360054 KOKKA T-Connector-Left2 black

21360055 KOKKA T-Connector-Right2 black

KOKKA X-ConnectorKOKKA Middle Connector 

KOKKA  T-Connector-Left1 KOKKA  T-Connector-Left2KOKKA  T-Connector-Right1 KOKKA  T-Connector-Right2

KOKKA Power end Connector-Left KOKKA Power end Connector-Right

KOKKA End cap Connector KOKKA Flexible Corner Connector

KOKKA L-Connector-Left KOKKA L-Connector-Right

KOKKA profile

000mmmmmmmmmmmmmmm1000/1500/2000/30

* The red line represents the direction of current


