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DimaLed Mini
CONTROL - PWM Controller

Manage colors with this 
small & easy system for 
12-24V LED solutions.

•	 RF and Bluetooth versions with 42 
modes

•	 Very small size and IP68 design for 
anywhere use

•	 Overload, overheat, and short-circuit 
protections

•	 Available also for RGBW, mono, TW, ect

2YEARS
IP68
50.000hrs
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IP68 NO NEED12V OR 24V -30/+50°C

Code Designation Dynamic 
mode Static Color Connecting Distance Rated Output 

Current
PWM physical 
levels

PWM 
Frequency Control type

21100001 DimaLed Mini Bluetooth RGB 3x3A 12-24V IP68 42 modes 16-Mega Colors >10 meter (open area) 3x3A - 1 KHz Bluetooth APP, Support IOS or 
Android Device.

21100002 DimaLed Mini RF RGB 3x3A 12-24V IP68 42 modes 30 pre-set colors >10 meter (open area) 3x3A 256 Levels 1 KHz RF Remote

21100003 DimaLed Mini booster RGB 3x3A 12-24V IP68 - - - 3x3A - - -

DIMENSIONS

TECHNICAL DATA

21100001 21100002

2YEARS
50.000hrs
IP68

Input Output300mm

87x21x8,5mm

300mm

Input Output300mm

87x21x8,5mm

300mm

Input Output300mm

87x21x8,5mm

300mm

1 23

1 32

1

2

34

1. Power supply input (DC 12-24V)
2. LED output
3. Status indicator

1. Power supply input (DC 12-24V)
2. Status indicator
3. LED output

1. Power supply input (DC 12-24V)
2. LED controller input
3. LED output
4. Status indicator

21100001

21100002

21100003
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IP68 NO NEED12V OR 24V -30/+50°C

DIMENSIONS

TECHNICAL DATA

21100008

2YEARS
50.000hrs
IP68

Input Output300mm

87x21x8,5mm

300mm

Input Output300mm

87x21x8,5mm

300mm

1 23

1

2

34

1. Power supply input (DC 12-24V)
2. LED output
3. Status indicator

1. Power supply input (DC 12-24V)
2. LED controller input
3. LED output
4. Status indicator

21100008

21100041

RGBW

Code Designation Dynamic 
mode Static Color Connecting Distance Rated Output 

Current
PWM physical 
levels

PWM 
Frequency Control type

21100008 DimaLed Mini Bluetooth RGBW
3x2A+3A 12-24V IP68 42 modes 16-Mega Colors >10 meter (open area) 3x2A + 3A - 1 KHz Bluetooth APP, Support IOS or Android 

Device. RF remote optional.

21100041 DimaLed Mini booster RGBW
3x2A+3A 12-24V IP68 - - - 3x2A + 3A - 1 KHz -

CONTROL - PWM Controller
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IP68 NO NEED12V OR 24V -30/+50°C

DIMENSIONS

TECHNICAL DATA

21100023

2YEARS
50.000hrs
IP68

Input Output300mm

87x21x8,5mm

300mm

Input Output300mm

87x21x8,5mm

300mm

1 23

1

2

34

1. Power supply input (DC 12-24V)
2. LED output
3. Status indicator

1. Power supply input (DC 12-24V)
2. LED controller input
3. LED output
4. Status indicator

21100023

21100024

Tunable White

Code Designation Dynamic 
mode Static Color Connecting Distance Rated Output 

Current
PWM physical 
levels

PWM 
Frequency Control type

21100023 DimaLed Mini Bluetooth Tunable
White 2x4A 12-24V IP68 - - >10 meter (open area) 2x4A 256 level 1 KHz Bluetooth APP, Support IOS 

or Android Device.

21100024 DimaLed Mini booster Tunable
White 2x4A 12-24V IP68 - - - 2x4A - - -

CONTROL - PWM Controller
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IP68 NO NEED12V OR 24V -30/+50°C

DIMENSIONS

TECHNICAL DATA

21100013

2YEARS
50.000hrs
IP68

Input Output300mm

87x21x8,5mm

300mm

Input Output300mm

87x21x8,5mm

300mm

Input Output300mm

87x21x8,5mm

300mm

1 23

1 32

1

2

34

1. Power supply input (DC 12-24V)
2. LED output
3. Status indicator

1. Power supply input (DC 12-24V)
2. LED output
3. Status indicator

1. Power supply input (DC 12-24V)
2. LED controller input
3. LED output
4. Status indicator

21100013

21100014

21100015

Single Color

Code Designation Dynamic 
mode Static Color Connecting Distance Rated Output 

Current
PWM physical 
levels

PWM 
Frequency Control type

21100013 DimaLed Mini Bluetooth Single
Color 1x8A 12-24V IP68 - - >10 meter (open area) 1x8A 256 levels 1 KHz Bluetooth APP, Support IOS 

or Android Device.

21100014 DimaLed Mini RF Single
Color 1x8A 12-24V IP68 - - >10 meter (open area) 1x8A 256 levels 1 KHz RF Remote

21100015 DimaLed Mini booster Single
Color 1x8A 12-24V IP68 - - - 1x8A - - -

CONTROL - PWM Controller
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WIRING DIAGRAM

12 or 24V LED modules or FlexStrip
Please pay attention of max output current
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Controller
2110001

12 or 24V LED modules or FlexStrip
Please pay attention to the max output current
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Controller with booster
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REMOTE CONTROL GUIDE

1. Turn On/ Standby
2. Switch Dynamic Mode
3. Play / Pause
4. Dynamic Speed Adjust
5. Demo Mode
6. Switch Static Color
7. Brightness Adjust
8. Direct Color Select
9. Remote Controller Indicator

1. Turn On/ Standby
2. Brightness Down
3. Brightness Up
4. Dimmer Adjust Shortcuts
5. Remote Control Indicator

SOFTWARE DOWNLOAD

DYNAMIC MODES - For RGB and RGBW

If you can’t scan QR Codes, search for APP’s name on Google 
Play and Apple Store platforms.

21100001 - ColorEasy3 Plus - For RGB

21100028 - Remote for 21100014

21100019 - Remote for 2110002

21100008 - ColorEasy4 Plus - For RGBW

21100013 - ColorEasy1 Plus - For Single Color

21100023 - ColorEasy2 Plus - Tunable white

Dynamic Mode Mode Pattern
Mul� color fade  
Single color fade  

Dual color fade  

Mul� color blink  
Single color blink  

Single color strobe  

 Code DimaLed

21100019 2110002

21100028 2110014

CONTROL - PWM Controller
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NORMS & CERTIFICATES

	▶ EN 62479:2010
	▶ EN 60950-1:2006+A11:2009+A1:2010+A12:2011+A2:2013
	▶ ETSI EN 301 489-1 V1.9.2: 2011-09
	▶ ETSI EN 301 489-17 V2.2.1: 2012-09
	▶ ETSI EN 300 328 V1.9.1: 2015-02
	▶ ETSI EN 301 489-1 V2.2.0:2017-03
	▶ ETSI EN 301 489-3 V2.1.1:2017-03

	▶ Always connect the LED products to the power 
supply while it is OFF. Only then you can connect the 
power supply to electricity and turn it ON.

	▶ Check compatibility between LED, controller and 
driver voltage.

	▶ Install LED on a clean work station connected to the 
earth. All LEDs are sensitive to static electricity (ESD).

	▶ Limit the cable length between LED and power supply 
(voltage drop).

The product is protected overheat and overload. However, 
the use of the product in such conditions of overheat, 
overload or voltage reversal could lead to its premature 
failure.
Our warranty will be void if any overload, overheat or 
voltage reversal is linked to an equipment used regardless 
of the installation specifications.

ELECTRICAL PROTECTION INSTALLATION

The temperature limits indicated below are expressed in ºC, at full load, after 3 hrs of operation conditions, with natural 
convection:

	▶ Operation temperature     Ta -30°C to     +50°C
	▶ Storage temperature         Ts -30°C to     +80°C

The life of the module will decrease when the maximum temperature limits are exceeded. If LEDs are operated for a continuous 
extended time at temperatures that exceed the maximum limits, the modules can fail.
Our Warranty will be void when LED products are operated exceeding the maximum values indicated

THERMAL BEHAVIOUR

	▶ ETSI EN 300 220-1 V3.1.1:2017-02
	▶ ETSI EN 300 220-2 V3.1.1:2017-02
	▶ EN 55032:2015
	▶ EN 61000-3-2:2014
	▶ EN 61000-3-3:2013
	▶ EN 55024:2010/A1:2015

 Type Size
L x W x H (cm)

Size
L x W x H (ft)

Weight
(kg)

Weight
(lg)

Units
(pcs)

DimaLed Mini Bluetooth RGB 53 x 30 x28 1,7 x 1 x 1 6,2 13,7 200

DimaLed Mini RF RGB 53 x 30 x28 1,7 x 1 x 1 5,2 11,5 200

DimaLed Mini Booster RGB 53 x 30 x28 1,7 x 1 x 1 6,2 13,7 200

DimaLed Mini Bluetooth RGBW 53 x 30 x28 1,7 x 1 x 1 6,2 13,7 200

DimaLed Mini Booster RGBW 53 x 30 x28 1,7 x 1 x 1 6,2 13,7 200

DimaLed Mini Bluetooth TW 53 x 30 x28 1,7 x 1 x 1 6,2 13,7 200

DimaLed Mini Booster TW 53 x 30 x28 1,7 x 1 x 1 6,2 13,7 200

DimaLed Mini Bluetooth Single Color 53 x 30 x28 1,7 x 1 x 1 6,2 13,7 200

DimaLed Mini RF Single Color 53 x 30 x28 1,7 x 1 x 1 5,2 11,5 200

DimaLed Mini booster Single Color 53 x 30 x28 1,7 x 1 x 1 6,2 13,7 200

PACKAGING

(When the min and max values are not indicated, the tolerance range for optical and electrical data is ±15 %.)

CONTROL - PWM Controller
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