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Larvik® Solar
40 - 60WRENEWABLE - Outdoor area lighting

High efficiency sun-powered 
floodlights for outdoor. 

•	 Up to 3 days operation with fully 
charged battery

•	 3 CCTs available each in 2 different 
intensities

•	 Easy to program with remote control

•	 MPPT controller, choose with or without 
sensor
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Code Designation Color Temperature / 
Wavelength

Lumen 
output
(lm)

Efficiency 
(lm/W) CRI Controller Type Net Weight 

(Kg/ lb)

Larvik® Solar Without Sensor

21580038 LARVIK SOLAR 40W 5200lm 5700K Grey LiFePO4 IP67 WDL 5200-6200K 5200 130 80 MPPT 8,45/18,63

- LARVIK SOLAR 40W 5200lm 5000K Grey LiFePO4 IP67 NW 4700-5300K 5200 130 80 MPPT 8,35/18,40

- LARVIK SOLAR 40W 5200lm 4000K Grey LiFePO4 IP67 WW 3700-4300K 5200 130 80 MPPT 8,25/18,19

Larvik® Solar With Sensor

21580023 LARVIK SOLAR 40W 5200lm 5700K micro sensor Grey LiFePO4 IP67 WDL 5200-6200K 5200 130 80 MPPT 8,28/18,26

- LARVIK SOLAR 40W 5200lm 5000K micro sensor Grey LiFePO4 IP67 NW 4700-5300K 5200 130 80 MPPT 8,28/18,26

- LARVIK SOLAR 40W 5200lm 4000K micro sensor Grey LiFePO4 IP67 WW 3700-4300K 5200 130 80 MPPT 8,28/18,26

21580063 LARVIK SOLAR 40W 5200lm 3000K micro sensor Grey LiFePO4 IP67 WW 2500-3500K 5200 130 80 MPPT 8,35/18,40

21580001 LARVIK SOLAR 60W 7200lm 5000K micro sensor Grey LifePO4 IP67 NW 4700-5300K 7200 120 80 MPPT 9,10/20,06

21580066 LARVIK SOLAR 60W 6600lm 3000K micro sensor Grey LifePO4 IP67 WW 2500-3500K 6600 110 80 MPPT 9,10/20,06

TECHNICAL DATA

IP67 140x70° -25/+50°CBATTERY
LIFEPO4

3YEARS
L70
2000cycles

DIMENSIONS LIGHT DISTRIBUTION
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DETAILED VIEW

��

Aluminium 
heat sink

Waterproof 
rubber ring

Microwave PIR

Lithium battery 
pack

Battery holder

Lithium Battery Pack

High temperature resistant, up to 2000 cycles 

lifetime. (DOD 70%) Smart BMS protection.

MPPT controllers: High-charging efficiency.

Ensure enough power for every night.

Switch Button

Aluminium material, anti-UV & Oxidation High 

performance.

Microwave Sensor

Switch Button

MC4 Plugs Cable

Remote 
Setting

Microwave
Sensor Optional

MC4 Plugs
Connection

Lithium
Battery

12Hrs/Day
130LM/W

Bill Free Green Enerygy Bug Free Rechargeable Eco Friendly Free Maintain Integration

40 - 60W

ENERGY - Savings example

Dimming
value (%)

Time
(hours)

100%

 50%

 30%

 80%

2 Hrs

When motion detected

If no motion detected

Time of Period-1
2 Hrs

Time of Period-2
4 hrs

Time of Period-3
5 hrs

6 Hrs 11 Hrs
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SOLAR PANEL

	▶ Please consult sales to order suitable solar panels according to your location and project. 

	▶ Cable Distance: 
Standard distance from solar panel and Larvik® Solar is 3.2m (Larvik® cable 0.4m + 2m cable + 0.8m Solar Panel 
cable). If you need a longer distance, the cable can be customized but the maximum will always be 10m. 

	▶ Installation Angle: 
Depending of the latitude of the location where it will be installed, then add 10º more. 

	▶ Direction: 
The direction of the panel should be the one that gets the most sun energy; normally facing South. Please consult us. 

	▶ Cleaning: 
Please make sure that the surface of the panel is clean. Dust on the panel could decrease the charging efficiency.

Code Designation Size
(cm)

Size
(ft)

Surface
(m2)

21580040 SOLAR PANEL 50W 18V IP67 70x53,5x2,5 2,3x1,75x0,08 0.37

21580009 SOLAR PANEL 60W 18V IP67 67x59x2,5 2,2x1,94x0,08 0.39

21580016 SOLAR PANEL 80W 18V IP67 76x67x3 2,5x2,2x0,1 0.51

21580010 SOLAR PANEL 100W 18V IP67 100x67x3,5 3,28x2,2x0,1 0.67

21580012 SOLAR PANEL 120W 18V IP67 104x67x3,5 3,4x2,2x0,1 0.69

40 - 60W

CHARGING TIME

Charge time when connected to:

Charge and Discharge information Battery Capactity autonomy (Hours) Solar Panel 18V  
50W (Hours) 

Solar Panel 18V 
60W (Hours) 

Solar Panel 18V 
80W (Hours) 

Solar Panel 18V 
100W (Hours) 

Solar Panel 18V 
120W (Hours)

Larvik® Solar 40W LiFePO4 307WH 12.8V 7 6 5 4 3 3

Larvik® Solar 60W LiFePO4 460WH 12.8V 7 9 8 6 5 4

Below table will give you the autonomy if the Larvik® Solar is light set at 100% all the time. With the remote we can define 
different modes that increase the autonomy up to 3 days.
Please check the Remote manual to see the the different modes available.



Type SIZE - LxWxH 
(cm)

SIZE - LxWxH 
(ft)

Weight 
(Kg)

Weight 
(lb)

Units
(pcs)

Larvik® Solar 40W 58x41x39 1,9x1,3x1,28 20,20 44,5 2

Larvik® Solar 60W 58x40x39 1,9x1,3x1,28 23,10 50,9 2

SOLAR PANEL 50W 76x32x60 2.5x1.05x1.9 26,05 58,4 5

SOLAR PANEL 60W 73x26x65 2.4x0.85x2.1 28,60 63,1 5

SOLAR PANEL 80W 82x30.5x74 2.7x1x2.4 31.50 69.4 5

SOLAR PANEL 100W 104x74x25 3.4x2.4x0.8 45,00 99,2 5

SOLAR PANEL 120W 110x33x73 3.6x1.1x2.4 46.26 102,1 5

W

W

Code Designation

21580060 Remote Control for SignBox Solar, LARVIK® 
SOLAR, LARVIK® S SOLAR

PS00380001 Installation Bracket Grey For SignBox PANEL

21580011 Cable adapter 1900+/-15mm with MC4 Male & 
Female IP67x2

PS00380001 2158001121580060

35cm

3cm

3cm

40cm
26,4cm

2cm
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NORMS & CERTIFICATES

PACKAGING

WARRANTY

	▶ EN 55015:2013 +A1:2015 
	▶ EN 60598-2-3:2003+A1:2011
	▶ EN 61547:2009
	▶ EN62031:2008+A1:2013+A2:2015
	▶ EN 60598-1:2015 
	▶ EN 62471: 2008
	▶ EN 62493:2015

(When the min and max values are not indicated, the tolerance range for optical and electrical data is ±15 %.)

ACCESSORIES

40 - 60W

The warranty in the datasheet is for the entire product.
The LED of this product have a 3-year warranty.

*This accessories is not sold separately

*


